310 SOLENOID VALVES

310 8-288A MOUNTING BRACKET

+ 3-way A convenient, optional plated steel mounting bracket
* 2-position, spring return kit is designed for use with both 3-way and 4-way

+ Direct acting, single solenoid valves. This kit consists of a bracket, two #6-32

* Continuous duty coil screws, and two captive lockwasher nuts. Screws are
* Three 7/8-27 NPSF ports (IN, OUT, EXH) plated steel, 1-inch (25.4mm) long.

* Non-locking manual override
* 24-inch lead wires
*+ Specify model V310 for vacuum from 0" to 28" Hg.
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410 SOLENOID VALVES

410

4-way, Normally Open/Normally Closed

2-position, spring return
Direct acting, single solenoid
Continuous duty coil

Four '/8-27 NPSF ports: IN, Delivery ports 1 & 2,

and single exhaust port (EXH)
Non-locking manual override
24-inch lead wires

8-288A MOUNTING BRACKET

A convenient, optional plated steel mounting bracket
kit is designed for use with both 3-way and 4-way
valves. This kit consists of a bracket, two #8-32.
screws, and two captive lockwasher nuts. Screws
are plated steel, 1.25 inch (31.8mm) long.
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410-70 SOLENOID VALVES

+ 4-way, Normally Open/Normally Closed

+ 2-position, spring return
+ Direct acting, single solenoid
+ Continuous duty caoil

+ Four /8-27 NPSF ports: IN, Delivery ports 1 & 2,
and single exhaust port (EXH)
* Individual flow controls for each Delivery port

exhaust
* Non-locking manual override

8-288A MOUNTING BRACKET

A convenient, optional plated steel mounting bracket
kit is designed for use with both 3-way and 4-way
valves. This kit consists of a bracket, two #8-32
screws, and two captive lockwasher nuts. Screws

are plated steel, 1.25 inch (31.8mm) long.

* 24-inch lead wires X BT il
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